
Installing ACP Printers 
“ACP Smart Hall Phaser 4510DT” or http://10.0.5.20 

“ACP Stranahan Phaser 6700” or http://10.0.5.15 (color printer) 
Bethe printer in telephone nook “Xerox Phaser 4600 (ACP Bethe Hall)” or http://10.0.5.200 

 
PLEASE program your large print jobs for double sided and then PICK THEM UP! 

If you think you printed but can’t find the job, you may have printed in another building. Check before reprinting. 
A4 paper is available only on the Smart Printer.  

WINDOWS:  
 Printer drivers can be downloaded from 
http://www.support.xerox.com/. Enter the printer model 
for your building from the list above (e.g. “ACP Smart 
Phaser 4510DT”). Select and download the appropriate 
driver for your operating system. When downloading the 
driver, a dialog box comes up. Click “Run” and “Run” on 
the dialog boxes. If there should be a permissions 
problem running the installer, then save it to disk and run 
it from there. The printer driver will be installed and you 
will get a list of printers. Select your printer from the list. 
If it does not appear, enter the IP address manually. 
Click “Install” and select the appropriate printer model 
when asked. After the Wizard finishes, uncheck 
“Information Forwarding” and check “Print Test page” 
only if you want a test page printed. 
 If the printer drivers are already installed, or if 
the installation did not find the printer, choose “Printers” 
from the Control Panel, or “Devices and Printers” from  
the Start menu on Windows 7. Click “Add a printer,” then 
“Add a network, wireless or Bluetooth printer.” After 
Windows searches, high-light printer you want and click 
“Next.” If the printer does not show up, click on “The 
printer that I want isn't listed”, select “Add a printer using 
a TCP/IP address or hostname”, click next and enter the 
IP address of the printer above on the next page. Click 
on Xerox from the Manufacturer List, then the printer you 
want, then “Next.” Follow the instructions to install, select 
“Do not share this printer” if asked and click on “Print a 
test Page” to test if necessary.  

If there is a problem with installing the 
recommended driver, try the Xerox Mobile Express 
driver listed as the second choice in the downloads and 
then install the printer as discussed in the previous 
paragraph. This will, however, not support printing in 
color. 
 After installing the printer, please set the 
printing to duplex (two-sided printing): Right click on 
printers’ name in the printer list (accessible from  
“Devices and Printers” or “Printers and Faxes”) option in 
the Start menu. Right-click on the printer and select  
“Printing Preferences.” Turn on two-sided printing. Click 
“Apply”; Click “OK”. 
 
MAC:  
 The easiest way to install the printer is to select 
it from the printer selection pop-up menu in the print 
dialog. It should be listed under the heading “Nearby 
printers”. Choose the printer you want to use and all 
should be set up. 

  
 If this does not work because of intermittent 
network congestion, you can set up the printer manually.  
To do so, choose the “Print&Fax” pane in the System 
Preferences. Make sure that the “lock” button is 
“unlocked.” and click the + sign to add a printer. If you 
now see the printer in the list, select it and click the 
“Add” button.  Alternatively, if the printer is not listed, 
click on the “IP” tab and enter the IP number of the 
printer in the “Address” field.  If it was not found 
automatically choose the appropriate printer driver from 
the “Print Using” menu. Click “Add” to close the window 
and finish installing the printer.   
 If your installation of MacOS X does not have 
the Xerox printer drivers installed, they can be 
downloaded from http://www.support.xerox. com/. 
Search for the specific printer model  (e.g. “Phaser 
4510”), download and open the installer and go through 
the dialogs until you get to the installer options. After 
choosing “Install” click “No” if asked whether to install 
PrintingScout. The installer will present you with a list of 
all discovered printers on the network, and let you install 
the printer by choosing it from the list. Specify the printer 
manually or follow the instructions above if the printer 
does not show up in the list. 
 
LINUX:  
 Note that you will need root access to install a 
printer. Printer drivers can be downloaded from 
http://www.support.xerox.com/. Enter the printer model 
for your building from the list above (e.g. “Phaser 4510”). 
Select and download the appropriate driver for your 
operating system. Most distributions use CUPS to 
manage printers. Download the Linux CUPS Printing 
Package and follow the detailed instructions in the 
Readme.txt file that comes with the package. 
 
Trouble shooting: 
 If you cannot print, first try to access the printer’s 
IP address using your web browser. If a connection to 
the printer can be established then the problem is most 
likely with your driver installation. Try to reinstall the 
driver or install an alternative driver following the 
instructions above. If no connection to the printer’s web 
page can be established, then turn the printer off and on 
and try again. Please let us know if there are any 
problems with these instructions or you have 
suggestions on how to improve them.  

 
OR plug into the direct feed printer at the end of Smart Hall! 


